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the access point, volume of network traffic, building materials and construction, operating system used, mix of wireless products used, interference and 
other adverse conditions.
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8123010A-AI Model: WRT610N

Specifications
Model	 WRT610N
Standards	 Draft 802.11n, 802.11a, 802.11g, 802.11b, 802.3, 802.3u, 802.3ab
Ports	 Power, Ethernet, Internet, USB
Button	 Reset, Wi-Fi Protected Setup
LEDs	 Power, USB, Internet, Wireless, Wi-Fi Protected Setup 		
	 Ethernet (1-4)
No. of Antennas	 3 internal antennas per each 2.4 GHz & 5 GHz radio band
Modulations	 802.11b: CCK, QPSK, BPSK  
	 802.11g: OFDM 
	 802.11a: OFDM 
	 Wireless-N: BPSK, QPSK, 16-QAM, 64-QAM
RF Power (EIRP) in dBm	 2.4 GHz:
	    802.11b: 16 ± 1.5 dBm Typical @ Normal Temp Range
	    802.11g: 13.5 ± 1.5 dBm Typical @ Normal Temp Range
	    Wireless-N 20 MHz: 13 ± 1.5 dBm Typical @ Normal Temp Range
	    Wireless-N 40 MHz: 13 ± 1.5 dBm Typical @ Normal Temp Range
 	 5 GHz: 
	    802.11a: 12.5 ± 1.5 dBm Typical @ Normal Temp Range
	    Wireless-N 20 MHz: 8.5 ± 1.5 dBm Typical @ Normal Temp Range
	    Wireless-N 40 MHz: 11 ± 1.5 dBm Typical @ Normal Temp Range
Receive Sensitivity	 2.4 GHz:	11 Mbps: -86 dBm @ Typical
				    54 Mbps: -71 dBm @ Typical
				    130 Mbps (20MHz): -70 dBm @ Typical
				    270 Mbps (40MHz): -66 dBm @ Typical
	 5 GHz: 	 54 Mbps: -67 dBm @ Typical
				    130 Mbps (20 MHz): -68 dBm @ Typical
				    270 Mbps (40 MHz): -62 dBm @ Typical
Antenna Gain in dBi	 2.4 GHz:	RIFA 1 & RIFA 2 & RIFA 3 ≤ 4 dBi (Typical)
	 5 GHz:	 RIFA 1 & RIFA 2 & RIFA 3 ≤ 3.5 dBi (Typical)
UPnP	 Supported
Security Features	 WEP, WPA, WPA2
Security Key Bits	 Up to 128-bit encryption

Environmental
Dimensions	 8.86” x 1.38” x 7.09”  (225 x 35 x 180 mm)
Unit Weight	 1 lb, 15.94 oz (452 g)
Power	 12V or 1.5A
Certifications	 FCC, IC, CE, Wi-Fi a/b/g/draft-n, 
Operating Temp.	 0 to 40°C (32 to 104°F)
Storage Temp.	 -20 to 60°C (-4 to 140°F)
Operating Humidity	 10 to 80%, Noncondensing
Storage Humidity	 5 to 90% Noncondensing

Package Contents
Simultaneous Dual-N BandWireless Router•	
Setup software and User Guide on CD-ROM•	
Ethernet Network Cable•	
Power Adapter •	

Minimum Requirements
Internet Explorer 6.0 , Safari 3.1 or Firefox 1.0 or higher for browser-based configuration•	
CD-ROM drive•	
Wired or Wireless Network Adapter with TCP/IP Protocol*•	
LELA software and Setup Wizard require up-to-date Windows XP, Vista, or Vista 64-bit Edition•	
Setup Wizard also runs under Mac OS X 10.4 or higher•	

*For optimum performance, we recommend Linksys by Cisco Dual-Band Wireless-N Adapters

Features

Built-in Storage Link, transform •	
any USB storage device into a NAS        

Built-in Media Server, streams •	
music, video, and photos to any 
UPnP compatible media adapter        

Blazing fast wireless speeds for •	
high bandwidth applications such 
as video streaming or file sharing        

All ports support Gigabit speed and •	
Auto-Crossover (MDI/MDI-X) -- no 
need for crossover cables        

MIMO technology uses multiple •	
radios to create a robust signal 
that travels farther and faster, with 
reduced dead spots.        

Performance Investment •	
Protection: Compatibility with 
Wireless-A (802.11a), Wireless-B 
(802.11b) and Wireless-G (802.11g) 
Standards        

Supports up to 128-bit encryption•	


